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Feature Order text  Additional information
Encoder type OG without encoder
 S6 many encoder types possible

Working temperature T1 -10°C ... +80°C
 T2 -40°C ... +80°C

Features:

Wire-actuated transducer for combination with rotary encoder with flange ø36mm
measurement lengths up to 2000mm
solid zinc cast housing, robust design
solid wire (stainless steel)
very compact design
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Wire-Actuated Encoder SG21

SIKO GmbH

Address 
Weihermattenweg 2
79256 Buchenbach

Telephone
+49 7661 394-0
Fax
+49 7661 394-388

eMail
info@siko.de
Internet
www.siko.de
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Technical data  Additional information
Required cable extension force min. 2N  Working temperature T1
 min. 11N Working temperature T2
Conensation no permitted
Travel speed max. 1m/s
Repeat accuary (direction dependent) ± 0,15mm
Absolute accuary  ± 0,35% corresponding to measuring range (mm)
Housing zin dye casting
Wire type stainless steel wire (stainless steel) plastic coated
Test sign CE according to IEC 801
Weight ca. 200g without encoder, without ZB4002

Accessory 83526 Mating connector 4 pins; female connector M12; A-coded
 75250 Extension wire  
 75367 Guide roller
 ZB4002 Flange for encoder

Encoder mounting

Encoder

flatted shaft 
recommendedZB4002

2x grub screw M4
max. 8mm deep

Working temperature T1

Working temperature T2

(flange-coupling)

4x grub screw M2.5
max. 8mm deep

(Illustration augmented)

Wire-Actuated Encoder SG21

Product Data Sheet
Su

bj
ec

t 
to

 t
ec

hn
ic

al
 a

lt
er

na
ti

on
 •

 A
rt

.N
o.

 8
56

59
; 
M

od
. 
st

at
us

 3
67

/1
0


