Operating Manual PA L 1-R/ PA 1-R

Table of contents

LI LT 0 e (=T T =T N 1
2. SCOPE Of AEIIVETY ..ot r s aen e a R e ane 1
B 14 =T 1= o L= 2
B I =Y o 3T o= | e - - 2
4.1 L T= ] =T = | S SE 2
4.2 Electrical data AC VErsion/DC VEISION .........ccoiiuiiiiiiiiiieiiiiee et ettt e et e e e st e e e s st e e s e nteeeseneeeeeenees 3
LT Y o ] o 3 - T 3
LS 020 1414 0 TE=T=7 1o 3 1 ' 4
6.1 Safety INFOMMALION ... e e e e e e e e e e e e st a e e e e e e s s e sanrraneeeaeeas 4
6.1 Y TS = o SRR 4
6.2 Electrical connection/control elements PA 1-R/PAL 1-R ..o 6
6.3 Connecting the operating VOIRAQGE ......oooi i e e 6
6.4 Setting the operating modes without external Control.............ccccoeiiiii e 7
O IS T (1Yo IR L= (] = SRR 7
6.4.2 Setting the color (ONlY PA L 1-R) ..ot e e e e e e e e e e e s an e e e e e e e eaanes 8
6.4.3 Setting the operating mode (ONly PA L 1-R) ...couiiiiiiiiee e 8

6.5 Setting the operating modes with external Control.............cooo i 9
6.5.1 SEHING e TONES ..ot e e e e e e e e e e e e st re e e e e e e e e s nnraaeeeaeeeaananes 9
6.5.2 Setting the color (ONlY PA L 1-R) ..ottt e e e et e e e e e e e s re e e e e e e e enanes 10
6.5.3 Setting the operating mode (ONly PA L 1-R) ...t e e e 10

7. Setting tyPes EXAMPIES ....ooicc i e rr s s s s e e e s e e s s s s s s s s s e e e s assssssmn e e e e eesaasssssmneeeeeesans s nmnneeeneaannnnnnnnne 1
oo === 4T 12
9. MaintenNanCe, SEIVICE, FEP@IIS ....cuuuiieeireeererereserssrsrsrsrsesrrrresrrrrrrrrrrrrerrrrrrrerrrsrererersreressnsnssensnsnsnsssssnnnsnsnnnnnnnnnns 12
10. Decommissioning, dismantling and diSpPosal............ccccciiiiiisrrsssnssssssnnnnnsssnnsnsasn s sn s nnn s nnannnnnas 12

Annex tones table

1. Intended use

Sounders of the PA series are designed for the signaling of e.g. hazardous conditions in industry, trade and
construction areas. There is also the possibility of visual signaling when the sounder-signal lamp combination
(PA L 1-R) is used.

The sounders produce acoustic signals in 70 different tones, which can be selected using an internal switch.
The external control can be used to switch over to a maximum of 3 further tones.

The devices must only be operated when undamaged and within the specified parameters. The function of the
device can only be guaranteed if the upper and lower parts are correctly joined together.

The devices are suitable for indoor and outdoor use.

2. Scope of delivery

The scope of delivery consists of:

1x Signaling device

1x Diaphragm nipple M20 (Optional: Cable gland - M12 plug)
1x Seal for lower cable feed-through

1x Quick guide
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3. Dimensions

PA 1-R PAL1-R
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© 98 [3.86"] ®
Bore pattern; view from below
4. Technical data
41 General
PA 1-R PAL1-R
Light intensity - 16 cd (transparent)
Light source - 20x RGBW
blue, red, green, yellow, orange, vio-
Colors RGBW-LED - let, magenta
additionally via external control: white
Max. sound level 105 dB (A) @1m, DIN-tone (tone no. 2)
Volume control max. - 20 dB
Tones 70
Duty cycle 100 %
Connecting terminals 0.14 - 1.5mm? fine stranded / solid / AWG24 - AWG 14
Protection category IP 66 (EN 60529), Type 4 & 4x
Impact strength IKO8 ‘ IKO7
Protection class I
Operating temperature -25 °C...+50 °C (UL approval, see page 3, English chapter)
Storage temperature -25°C...+70 °C
Max. rel. air humidity 90 %
Cabile inlet 1x M20 preshaped, 1x 10mm preshaped
Sealing range of the 7-13 mm A cable gland with sufficient protection category must be pro-
feed-through grommet vided when cable diameters of <7 mm are used.
Housing material PC / ABS
Lens material PC/ABS | PC Macrolon
Installation attitude any
transparent, white, yellow, amber, red,
Lens colors - green, blue
RGBW version: white
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4.2 Electrical data AC version/DC version
PAL 1R
Rated voltage range 24V - 48V AC 115V - 230V AC
(see license for limit) 12V-48VDC 50/60Hz 50/60Hz
Operation voltage range 10V - 60V DC 18V - 53V AC 95V - 253V AC
24V 48V 24V 115V
12VDC | T i Ao | 48VAC AC 230V AC
Rated current consumption of | 5, A« | 160mA | 90mA | 260mA | 165mA | 65mA* | 45mA
light (max)
Rated current consumption of | 110 A« | 6omA | 45mA | 110mA | 75mA | 27.5mA* | 22.5mA
sounder (max)
Rated current consumption | o500 | 195mA | 110mA | 315mA | 200mA | 72.5mA | 50mA
combined (max)
Power consumption 415W | 3.85W | 44W* | 7.45VA = 95VA* | 82VA | 10,9VA*
combined (max)
* Maximum value for printing on label
PA 1-R
Rated voltage range ) 24V - 48V AC 115V - 230V AC
(see license for limit) 12V-48VDC 50/60Hz 50/60Hz
Operation voltage range 10V - 60V DC 18V - 53V AC 95V - 253V AC
. 24V 48V 24V
Rated current consumption of | 12V DC DC DC AC 48V AC | 115V AC | 230V AC
sounder (max) 110mA* | 60mA | 45mA | 110mA | 75mA | 27.5mA* | 22,5mA
Power consumption 13W | 1,4W | 2W* | 2,6VA | 355VA* | 3 1VA 4,8VA*
sounder (max)

5. Approvals

(Approvals are valid for marked devices)

UL, cUL
In preparation

* Maximum value for printing on label
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6. Commissioning

6.1 Safety information

DANGER - Danger to life due to electric shock
Voltage-carrying units and exposed connection cables may cause electric shocks and serious
accidents.
» Only trained and authorized electricians may work on electrical connections.
» Disconnect all supply lines from mains before installation and secure them against reconnec-
tion. Always ensure absence of voltage.
» Wait for the discharge phase of 5 minutes for the electrical components. The unit should only
be opened afterwards.
» The operating voltage must only be applied when the housing is firmly closed.

WARNING - Danger due to unauthorized use of the devices

Improper use may lead to serious accidents.
» Ensure that the connection cable is protected against pulling and twisting during installation.
» The devices are only intended for fixed assembly.

DANGER - Danger due to damage to the devices

Non-compliance with the information on the type plate can lead to serious accidents.
» Always observe the information on the type plate when installing and maintaining the units.

CAUTION - Risk of injury due to sharp edges or heated components

» Wear suitable personal protective equipment (PPE) for installation, assembly or ser-
vice/maintenance work.

» Keep wiring away from sharp edges, corners and internal components; avoid collisions with
component parts.

CAUTION - Risk of sight impairment

» Avoid constant, direct glances into the activated lights to prevent impairment of vision.
» Unexpected triggering of the flash can lead to startled reactions.

CAUTION - Risk of hearing impairment

» Wear sound insulation equipment during work/testing to prevent hearing impairment.
» Unexpected triggering of the sound can lead to startled reactions.

>R B

6.1 Lens cap

Opening the lens Closing the lens

Insert a screwdriver (3 mm blade W|dth) in the Place the Iens on the housing (pay attent|on to anti-
marked opening and lever out the lid by turning 90°. twist protection) and close with slight pressure.

The device is delivered in an unsealed condition.
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Cable feed-throughs
The supplied diaphragm nipple can be replaced by a cable gland or by an M12 plug-in connector with a flange
dimension of M20.

» Only cable glands with protection category of at least IP66 should be fitted to the corresponding openings.
Cable diameters of <7 mm require a cable gland with appropriate protection category.

Diaphragm nipple Optional Cable gland IP66 Optional M12 connector
IP66, for low-voltage de-
vices

IP 66 (included)

IP 66 only with the
diaphragm funnel
pointing outwards.
Remove re-
mains of the dia-
phragm after as-
sembly of the
cable.

"&’—.—1‘/ ///,/
f

\ ‘\"‘.‘ I'\\\V’;,[\\“.‘ ‘
{ VAN
L ) \P‘D ‘\T&{j ' Use the seal provided when using the lower cable
\\\\yj J“ ’ - feed-through. (max. cable diameter 10 mm)
f

Y
/) _ F!ul!ﬂ'mg!
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6.2 Electrical connection/control elements PA 1-R/PA L 1-R

The electrical connection is made on the board in the top section/in the lens.
S2 S1
Operating modes of Tone settings
the signal lamp

The connecting wires are
inserted into the open-
ings provided by the
push-in principle.

Control inputs/ C1 5 C1

operating voltage (only C2) { L/C2 +/C2 : 5 C2

N - 51 N/-

Operating voltage connection — L + L+
<< O

6.3 Connecting the operating voltage
Signal lamp and sounder can be supplied together or separately in the PA L 1-R combi-device.
Set the DIP switch S2 on the board as follows:

Further information in the
QuickGuide

| 60!'%21{{//79

oY orn@ion
e

PA 1-R:
Connection of the operating voltage

PA L 1-R: Common supply of signal lamp
and sounder

S2: all switches to OFF
Factory setting*

PAL 1-R: . ;

Separate supply of signal lamp and

sounder Bj L
Q
<C
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6.4 Setting the operating modes without external control

6.4.1 Setting the tones

The tone is set using the $1 switch on the Without external control
board in the lens, see table below. $1:6 OFF
1 2 3 4 5 Tone
162*
ON 2
ON 9
3 ON ON 15
s ON 18
Factory setting oN oN s
ON ON 24
S1 (DIP1) Volume ON ON ON 26
7 8 dB ON 27
max.” ON ON 29
o = ON ON 36
oN T ON 20 ON | ON ON 54
Factory setting* ON | ON 56
ON ON ON 60
ON ON ON 63
ON ON ON ON 71
ON 82
ON ON 83
ON ON 100
ON ON ON 102
ON ON 103
ON ON ON 104
ON ON ON 112
ON ON ON ON 123
ON ON 130
ON ON ON 131
ON ON ON 146
ON ON ON ON 160
ON ON ON 161
ON ON ON ON 163
ON ON ON ON 164
ON ON ON ON ON 1
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6.4.2 Setting the color (only PA L 1-R)

The color is set using the S2 switch on the board in the lens, see table below.

2 582 (6DIP2)7 8 Color mode (only RGB)
Red*
ON Yellow
ON Orange
Pk ON | ON L White
Factory setting N 6 Groen
ON ON Blue
ON | ON Violet
ON | ON | ON Magenta

6.4.3 Setting the operating mode (only PA L 1-R)

The operating mode is set using the $2 switch on the board in the lens, see table below.

S2 (DIP2)

1 5 3 Operating mode
Flashing light 1Hz*
ON Flashing light 2 Hz
ON Flashing light 1Hz DF**
Factory setting* ON | ON Blinking light 0.5 Hz
ON Blinking light 1Hz
ON ON Blinking light 2Hz
ON | ON Continuous light
ON | ON | ON | Rotating light 180 rpm

DF** = DoubleFlash
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6.5 Setting the operating modes with external control

6.5.1 Setting the tones
The tone is set using the $1 switch on the board in the lens, see table below.

With external control

S1 (DIP1) C1+C2 (not active) | C1 | C2 [C1+C2
S1:6 ON

1 213145 Tone Tone(Tone| Tone

162 124| 54 | 83

Factory setting” ON 2 128 [112| 57
ON 9 57 | 11| 82

S1 (DIP1) Volume ON|ON 15 131] 52 | 112
7 8 dB* ON 18 111] 57 | 68

max.
ON g = ON 85 212 116 1(1)9 16381
ON -13

ON ON -20 ON |ON | ON 1 1 1100| 83
Factory setting* ON 27 123 52 | 82
ON ON 29 35 [ 52| 61

ON ON 36 146 | 67 | 57

ON|ON ON 54 46 | 54 | 122

ON|ON 56 82 (35| 33

ON ON|ON 60 131 52 | 125

ON|[ON|ON 63 43 [ 69 | 30

ON|ON|ON|ON 71 131 52 | 93

ON 82 131 52 | 83

ON ON 83 56 | 13 | 82

ON ON 100 131 52 | 125

ON|ON ON 102 50 | 66 | 34

ON ON 103 131 65 | 147

ON ON ON 104 103 | 65 | 101

ON|ON ON 112 2 | 57| 128

ON|[ON|ON ON 123 27 | 52| 77

ON|ON 130 2 [107| 67

ON ON|ON 131 23 [112| 57

ON ON|ON 146 31 | 66 | 57

ON|ON ON|ON 160 82 (35| 33

ON|[ON|ON 161 143|190 | 25

ON ON/|ON [ON 163 55 | 91 | 44

ON|ON|ON|ON 164 53 [152| 45

ON|ON|[ON|ON|ON 1 2 | 88| 57
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6.5.2 Setting the color (only PA L 1-R)

The color is set using the S2 switch on the board in the lens, see table below.

Light - colors (only PA L 1-R)

1723 824(D";2) 6178 C1+C2 (not active) (of C2 C1+C2
Red Green Blue Yellow
ON Yellow Red Green White
ON Orange Red Green Blue
ON |ON z White Yellow Green Red
ON| © Green Red Yellow Blue
ON ON Blue Orange Red Green
ON|ON Green Yellow Red Red
ON |ON|ON Magenta Red Green Yellow

6.5.3 Setting the operating mode (only PA L 1-R)

The light mode is set using the S2 switch on the board in the lens, see table below.

Light - operating mode (only PA L 1-R)

S2 (DIP2)

10 2/ 3.4 5678 C1+C2 (not active) C1 c2 C1+C2

Standby Flashing light 1Hz Blinking light 1Hz
ON Flashing light 1Hz Blinking light 1Hz % Continuous light
ON Flashing light 2 Hz Continuous light " Blinking light 1Hz

ON | ON Continuous light Continuous light 3 | Flashing light 1Hz DF**

ON Blinking light 1Hz Flashing light 1Hz 2 | Rotating light 60 rpm

ON ON Blinking light 2Hz | Flashing light 1Hz DF** | € Flashing light 1Hz
ON | ON Continuous light Continuous light 8 Continuous light
ON|ON|ON Rotating light 180 rpm Continuous light Blinking light 1Hz

DF**=Double Flash
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7. Setting types examples

Green Red Yellow - Color of lamp
1 2 3] 4]5] 6] 7| 8 [ci+C2 (not active) [C1 C2 C1+C2 Description
ON | ON [ ON | ON | ON | ON
$1 Volume : . Classic Traffic
Continuous Continuous Continuous light, optional
- ON | ON ON | ON Tone 2 Tone 88 with tone
1 2 [ 3] 4] 5] 6] 7] 8 [c1+C2 (not active) [C1 C2 C1+C2 Description
sl ONJONJoNTONTONTONT | Good / Bad
SIS Flash 1Hz DF  |“Inform” light
ON | ON ON|ONTON = Tone 57 optional with
S2 tone
1 2] 3] 4]5] 6] 7| 8 [c1+C2 (not active) |C1 C2 C1+C2 Description
ON | ON| ON | ON | ON | ON Traffic light
$1 Volume with higher at-
Continuous Continuous Flash 1Hz DF tention. op-
ON | ON ON | ON | ON Tone 2 Tone 57 . » OP
S2 tional with
tone
1 2| 3] 4]5] 6] 7] 8 [c1+C2 (not active) [C1 C2 C1+C2 Description
s1 ON | ON ON Volume OK / Warning
. light with
oN ToN oN Standby Flash 1Hz Continuous higher atten-
S2 tion
1 2 3]4]5] 6] 7] 8 Jci+C2 (not active) [C1 C2 C1+C2 Description
s1 ON | ON ON Volume OK / Warning
: . light with
on ToN ToN T oN Standby Continuous Blink 1Hz higher atten-
S2 tion
1 2 [ 3]4]5] 6] 7] 8 [c1+C2 (not active) |C1 C2 C1+C2 Description
ON|[ON | ON | ON | ON | ON
S1 Volume Contl OK / Warning
Continuous Tonhrggous light optional
s2 ON [ ON ON | ON one with tone
1 2 [ 3]4]5] 6] 7] 8 |c1+c2 (not active) [C1 C2 C1+C2 Description
g1 ON{ON | ON ONT \olume Traffic light
Continuous SernE Flash 1Hz DF  |with higher at-
ON | ON ON | ON | ON = Tone 83 tention op-
S2 tional w/ tone
1 2| 3] 4] 5] 6] 7] 8 [c1+C2 (not active) [C1 C2 C1+C2 Description
s1 ON | ON ONT \olume Traffic light
Continuous Continuous Blink with higher at-
ON ON | ON ON Tone 131 tention op-
S2 tional w/ tone
1 2 3| 4 5 | 6 | 7 | 8 [c1+C2 (not active) [C1 C2 C1+C2 Description
S1 ON [ ON ON Volume 2-Level warn-
Continuous Blink ing w/ tone for
ON ON | ON ON Tone 131 higher atten-
S2 tion
1 2 3 | 4 5 6 7 | 8 |c1+C2 (not active) [C1 C2 C1+C2 Description
S1 ON | ON ON Volume 2-Level
. . -Level warn-
ON oN | oN Blink Continuous ing
S2
10/2024 Page 11/12 086200019¢
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8. Accessories

Item No. ‘ Designation
28912000001 ' Spare seal PA (L) 1-R

9. Maintenance, service, repairs

> Observe the Safety information during all work on the device.

The device requires no special maintenance.
> Do not use abrasive, solvent-containing or chemically aggressive cleaners for cleaning the outside.
Do not use sharp tools; especially avoid scratching the lens.
Do not clean with high pressure.
> Only replace components using original spare parts.
» Only have repairs carried out at the manufacturer's premises.
Conversions, modifications, improper and impermissible use as well as failure to observe the notes in this op-
erating instructions shall void any warranty.

10. Decommissioning, dismantling and disposal

> Observe the Safety information during all work on the device.

ofEan|

L

=]

www.pfannenberg.com/disposal
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Pfannenberg &"’

ELECTRO-TECHNOLOGY FOR INDUSTRY

Pfannenberg GmbH
Werner-Witt-Strasse 1 - D- 21035 Hamburg
Tel.: +49/ (0)40/ 734 12-0

Fax: +49/ (0)40/ 734 12-101
service@pfannenberg.com
http://www.pfannenberg.com
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Anhang/ Appendix/ Annexe/ Appendice/ NMpunoxeHune

Tonartentabelle/ Tone table/ Tableau de sons/ Il Continuous 800Hz e —
Tabella suoni/ ,,Tabnuua 3ByKOBbIX TOHOB" 63 |Continuous T
EmaE - — 65 Continuous, Sweden 660Hz -
Ton-Nr. | BESChreibung/ Description/ $5031711 (All Clear) -
() |Descrizione/ Onucatue 66 |Continuous ki ——
1 Kein Ton/ Silence/ Pas de son/ Nessun suono 67 (é'orz\tég%c;u(sA'"G&re n;?)n Y e —
Saw tooth, Germany DIN 12000z N1s Py 68 |Continuous o —
2 |33404-3 (emergency signal), N
PFEER PTAP 500Hz 69 |Continuous 440H? e =
g |Slow whoop, fire alarm, UK oT0Hz s ' 71 |Continuous ttlle—
2400Hz -
BS5839-1 800Hz 77 |Intermittent | | [
970Hz  20ms, \ 05s ! 05s
11 [Whoop (fast) /l/ Intermittent, PFEER (General | 10001z -
800Hz 82 |Alarm), UK BS5839-1 (Back-
900Hz 0.3 up Alarm) 05s ¥ 05s
13 |Whoop 700Hz /] 06s /! Intermittent, PFEER 1000kiz [~

83
(General Alarm) s | s

15 Slow whoop, evacuation, 1200Hz 3,58 1
Netherlands NEN 2575 sooHz 08 preern —

88 |Intermittent

16 Slow whoop, evacuation 1200Hz 3,758 1 1
Australia AS2220 s00Hz 0,25; 825Hz r -

90 |Intermittent

775Hz 0,85s, 0,58 0,58
18 |Slow whoop, NFPA /I / 300Hz -
422Hz 1s

91 |Intermittent

. 1200Hz 0.5 0.25s | 0,25
2y |Whoop, Australia AS1670, /l /‘I /I /! _
1SO8201 500Hz 1,58 800Hz |—| I—
1s

058 92 |Intermittent §

2400Hz

3s
S soorz g3 |Intermittent (fast), soortz -
- electromechanical horn ams | ams
1200Hz  3s oonst.
24 |Siren / . . 680Hz -
300Hz 100 Intermittent, Industrial Alarm [
. 800Hz  3s const. (Germany) 0,875s10,875s
25 |Siren e A Intermittent, Sweden 660Hz -
101 [SS031711 (Important j [
1000Hz 10s 10s 6,5 13
26 |(Industrial alarm (Germany) e Message (Pre Mess.) i -
150Hz Intermittent, Sweden ooz
102 ’ .
o | 2000Hz N S§S031711 (Local Warning) o0ss | 05s
weeping ’ -
2400Hz /.59 103 |Intermittent, Sweden f00Hz
5 | ook AT $S031711 (Air Raid) .
weeping (fas
2400Hz /10ms Intermittent, Sweden 660Hz -
20000z A0S 104 |SS031711 (Imminent [
30 |Sweeping ’ Danger) 150msl150ms
2400Hz #70ms . 500Hz -
- - 107 Intermittent, Germany P
3¢ |Sweeping, 160Kz /\/ KTA3901 (evacuation) 2 [
France NF C 48-265 1400Hz 05\ pres —
Intermittent, Australia
. z 0,58 )
33 [Sweeping, UK BS5839-1 | o , 109 1 A52220,A51610, AS1670 O%IDGZJ
(medium sweep) gooHz £o5s . .
- Intermittent, ISO8201 470Hz [ -
. Tovokz - AT 111 |(emergency evacuation El « —I —| [
/ 0
34 |Sweeping (fast) aoorz Aroms signal), USA (evacuation) c 158
. 1000Hz 7Oms |ntermittent, 1SO8201 950Hz 7 -
35 Sweeping, Y, 112 |(emergency evacuation :lun;—l —| [
UK BS5839-1 (fast sweep) soonz  Froms signal) S 1,58
1500Hz .58 . 2900Hz (=== .-
36 |Sweeping /\/ 122 |Alternating
700Hz A.5s 2400Hz =
1200Hz  N5S ) 2900Kz e [~
43  |Sweeping ’ 123 |Alternating sioom : 0255
500Hz #1,5s iz c
2000Hz F -
Sweeping, IMO 3d, Germany | 12000z A® . . 0,55
44 1«TA3901 evacuation A V4 124 |Alternating, Singapore 1000Hz 055
1400Hz r -
Sweeping, 1500Hz  A'S ) 2oms
9 Finland General Alarm sooHz Hs / 125 |Altemating 1200Hz 20ms
52 |Continuous 2400HZ e 128 |Altemating 1025Hz [ o6s [~
54 |Continuous, Finland All Clear | 1500Hz e 825Hz 0.25
55 Continuous 1200HZ e— 130 Alternating, UK BS5839-1 1000Hz (o= - -
56 %QQQ:?;S)" PFEER i (Fire Alarm) - 0ss
57 |Continuous, UK BS5839-1 | 950H: e = 131 |Altemating, UK BS5839-1 1000Ke e [~
59 |Continuous 880H? e (Fire Alarm, Level crossing) | sooHz 0,255
60 |Continuous B25H? e
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Alternating B60HE [ - Ansteuerung der Téne/ Selection of the tones/ Activation des
143 Germany Industrial Alarm 240H: %l- sons/ Controllo dei toni / YnpaBneHne 3ByKO-BbIMY TOHaMM
Alternating, pr— = Selector switch $1 (DIP1) External Tone Control
146 |France NFS 32-001 (fire = e ) Ci+Cz | ¢1 | c2 [ c1+C2
alarm) ore . $1:6 OFF $1:6 ON
. Alternating, 554Hz =T —[' 1123 |4]|5 Tone Tone | Tone | Tone | Tone

Sweden SS031711 (turn out) | 440mz 1s 162* 162 124 54 83
Continuous ON 2 2 128 | 112 57

160 |(do not use in combination | 1101 - ON 9 9 57 11 82
with continuous light) ON [ ON 15 15 131 52 112

161 |Continuous 300 Hz - ON 18 18 111 57 68
pryy™ - ON ON 22 22 16 | 109 68

162 * |Intermittent [ ON | ON 24 1 1 1 131
05s | 05s ON [ON |[ON 26 1 1 100 83

300 Hz - ON 27 27 123 | 52 82

163 |Intermittent . 25ms[ ON ON 29 29 35 52 61
e ON ON 36 36 146 | 67 57

164 |Siow whoop /l/ ON[ON ON 54 54 | 46 | 54 | 122
2400 He ON | ON 56 56 82 | 35 33

ON ON [ ON 60 60 131 | 52 125

ON [ ON | ON 63 63 43 | 69 30

ON |[ON|ON|ON 71 71 131 | 52 93

ON 82 82 131 | 52 83

ON ON 83 83 56 13 82

ON ON 100 100 | 131 | 52 125

ON [ON ON 102 102 59 | 66 34

ON ON 103 103 | 131 | 65 147

ON ON ON 104 104 | 103 | 65 101

ON | ON ON 112 112 2 57 128

ON [ON [ON ON 123 123 27 | 52 77

ON | ON 130 130 2 | 107 67

ON ON | ON 131 131 23 | 112 57

ON ON | ON 146 146 31 66 57

ON [ ON ON | ON 160 160 82 | 35 33

ON [ON [ON 161 161 143 | 90 25

ON ON [ON |ON 163 163 55 | 91 44

ON [ON [ON [ON 164 164 53 | 152 45

ON [ON [ON [ON |ON 1 1 2 88 57

*Werkseinstellung/ Factory setting/ Réglage d’usine/
Impostazione di fabbrica/ 3aBoackas HacTporka

Pfannenberg

ELECTRO-TECHNOLOGY FOR INDUSTRY

Pfannenberg GmbH

Werner-Witt-Stralke 1

)

P

Vs

D- 21035 Hamburg

Tel.: +49/ (0)40/ 734 12-0 * Fax: +49/ (0)40/ 734 12-101

service@pfannenberg.com
http://www.pfannenberg.com
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